
MVP-5100 
基于9th Generation Intel® Core™ i7/i5/i3 & 8th Gen Celeron® 处理器
嵌入式无风扇计算机

特点
● 9th Gen Intel® Core™ i7/i5/i3 & 8th Gen Celeron® 处理器

● 双通道SODIMMs 内存插槽，最高支持 32GB DDR4 non-ECC/ ECC 内存

● 丰富的I/O接口: 
 2x DP++/ DVI/ VGA/ 3x GbE/ 4x COM/ 8-ch DI/ 8-ch DO/ TPM2.0

● 2x USB3.1 Gen2 + 1x USB3.1 Gen1 + 3x USB2.0 

● 存储设备:2x 2.5" SATA, CFast, M.2 2280

● 扩展槽: Mini PCIe/ M.2 3042/ 2x USIM

● Front accessible I/O and adaptive Function Module v.2 option

订货信息操作系统
● Win10 IoT Enterprise CBB 64bit
● Linux Ubuntu 18.04 

可选配件
● 存储设备2.5" SATA SSD/HDD/M.2/CFast
● 无线模块

Wi-Fi/ BT/ 3G/ 4G LTE/ LoRa wireless kit (w/ 
antenna)

● AC/DC 电源
160W (P/N: 31-62120-0010)

Model CPU PCH
MVP-510A/M4G Intel® Core™ i7-9700E H310
MVP-5101/M4G Intel® Core™ i7-9700TE H310
MVP-5102/M4G Intel® Core™ i5-9500TE H310
MVP-5103/M4G Intel® Core™ i3-9100TE H310
MVP-5104/M4G Intel® Celeron® G4900T H310



规格

产品型号 MVP-510A MVP-5101 MVP-5102 MVP-5103 MVP-5104
系统
处理器 Intel® Core™ i7-9700E Intel® Core™ i7-9700TE Intel® Core™ i5-9500TE Intel® Core™ i3-9100TE Intel® Celeron® G4900T
最大功耗 65W 35W 35W 35W 35W
核心数 8 8 6 4 2
主频  2.6 GHz  1.8 GHz 2.2 GHz 2.2 GHz 2.9 GHz

动态加速频率 4.4 GHz 3.8 GHz 3.6 GHz 3.2 GHz -
芯片组 H310 (Optional: C246)

内存 4GB DDR4 non-ECC 2400 MHz, dual SODIMMs, up to 32GB
(Optional: 8/16/32GB ECC, only for Intel® Core™ i3/Celeron w/ C246)

I/O 接口
显示 2x DP++ 1.2, DVI-D, VGA (dual independent displays w/ H310, 3 independent displays w/ C246)

网络 3x Intel® GbE: 2x i211AT + i219
(Support Intel® AMT/vPro™ w/ C246)

串口 COM1/2: RS-232/422/485, COM3/4: RS-232
(Optional COM5/6: RS-232, shared w/ DI/O)

DI/O 8-CH DI and 8-CH DO

USB
3x USB 3.1 Gen 1 + 3x USB 2.0, 1x internal USB 2.0 dongle

(2x USB 3.1 up to Gen 2 w/ C246)
音频 Line-out, Mic-in (Optional: speaker-out)

Mini PCIe 1x Full size (USB2.0 + PCIe)
M.2 1x socket 2, key B+M or B, 2280/3042 (USB3.1 + SATA III + PCIex1. Up to PCIex2 w/ C246)

USIM 2
I2C 2 (3.3V/5V)

TPM TPM2.0

存储设备
2.5" SATA 2x internal (RAID support w/ C246)

CFast 1 Type II

机械性能
尺寸 210 (W) x 240 (D) x 86 (H) mm (8.27" x 9.45" x 3.39")
重量 4.1 kg (9.0 lbs)

安装方式 壁挂式

电源
DC I输入 12-24V
AC 输入 Optional: 160W AC/DC adapter

环境参数

工作温度

Standard: 0°C to 50°C, w/ air flow
Extended Temperature (w/ Ind. storage), w/ air flow

-20°C to 50°C -20°C to 60°C

贮存温度 -40°C to 85°C (-40°F to 185°F) (excl. storage)

湿度 ~95% @ 40°C (non-condensing)

振动 Operating: 5 Grms, 5-500 Hz, 3 axes (w/ SSD/CFast)
Operating: 0.5 Grms, 5-500 Hz, 3 axes (w/ HDD)

跌落 Operating: 100 Grms, half sine 11ms duration (w/ SSD/CFast)

ESD Contact +/-4KV, Air +/-8KV
EMC EN61000-6-4/-2, CE & FCC Class A
安全性 UL/cUL, CB, CCC
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